e U L Y INEOoRnAad O

¢ CON 260
? "ONFIDENTIAL M ABSCS0
Q __
| = =
| = |
< ne=<,
S e
> =9 =
=:_
. .
2| RESEARCH MEMORANDUM.
}-—h .
DRAG OF CIRCULAR CYLINDERS FOR A‘WIDE RANGE
OF REYNOLDS NUMBERS AND MACH NUMBERSS
By Forrest E. Gowen and Edward W. Perkins
' Ames Aeronautical Laboratory
! Moffett Field, Calif.
Classification cancelled (or changed toUﬂClaSSlf‘ e“ —F
o hPu Al yCe .xeuq
By ______________ , B
i U UREIGER MAKING CHANGE) ' ,
LA “fux (2w
'.'..f' o B -m:..:a .G, Seta, 798 wad T, T8 1ot o revt ugm | _' ‘
By Fizall paraon ¥ BRI by Jam. -+~ - i
| NATIONAL ADVISORY COMMITTEE
} | FOR AERONAUTICS
WASHINGTON
217.99/ s | June 19, 1952 (ﬁ i )
T ' y -~
) RECURD, B

i T3



1w

TR | | ?:?mﬁmmmm

RESEARCH MEMORANDUM

DRAG OF CIRCULAR CYLINDERS FOR A WIDE RANGE
OF REYNOLDS NUMBERS AND MACH NUMBERS

By Forrest E. Gowen and Edward W. Perkins
SUMMARY

Pregsure distributions around circular cylinders placed perpendicular
to the stream for subsonic end supersonic flow conditions have been
obtained. Drag coefficients calculated from these wind-tunnel tests and
from transonic free-flight tests are presented.: }

Drag data are presented for the Mach number range of 0.3 to 2.9.

The Reynolds numbers for the subsonic and supersonic Mach numbers were
within the ranges of approximately 50,000 to 160,000 and 100,000

to 1,000,000, respectively. No effects of Reynolds number were found for
flow in the supersonic Mach number range of the tests. The drag coef-
ficient increased with increasing Mach number to & maximum of approxi-
mately 2.1 at a Mach number of unity. In the supersonic Mech number
range, the drag coefficient decreased with increasing Mach number to a
value of about 1l.34 at a Mach number of 2.9. Drag date from other inves-
tigations have been included for comparison.

The effects of fineness’ ratio on drag at supersonic Mach numbers
were also investigated and found to be small.

INTRODUCTION

Recent developments in the study of forces and moments on
inclined bodies of revolution have led to & renewed interest in the
drag characteristics of circular cylinders. R. T. Jones (reference 1)
has shown theoretically that the flow perpendicular to an inclined,
infinitely long circular cylinder with a laminar boundery layer may be
considered independent of the axial flow. In a recent paper by
E. J. Allen (reference 2) the local normal force on an inclined body of
revolution was related to the drag of a circular cylinder at a Mach
number and Reynolds number based on the component of flow perpendicular
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to the inclined axis of the body. The calculation of aerodynamic
characteristics of inclined bodies of revolution by this method depends
upon a knowledge of the drag characteristics of circular cylinders

over a wide range of Reynolds numbers and Mach numbers. A survey of
the data asvailable on the drag of circular cylinders indicates that
most of the date are restricted to Mach numbers less than about 0.5.

At these low Mach numbers, many investigators have obtained circular-
cylinder drag coefficients for a considerable range of Reynolds numbers.
(See, for example, references 3 through 10, inclusive.) The results
from most of these and from other investigatlions have been conveniently
sumarized in reference 11. For Mach numbers above 0.5, there are
little availeble data and within these datea there is considerable
scatter.

The purposes of the present 1nvestigation were to extend the range
of available data on circular cylinders to a Mach number of about 3.0
and to investigate the effects of Reynolds number on circular-cylinder
drag for supersonic Mach numbers.

SYMBOLS

Cp drag coefficient (X828 per unit length
D q_od ;

a ~diameter of cylinder, inches

Mg free-stream Msch number

P pressure coefficient <P;§°>

P local static pressure on cylinder, pounds per square inch

Po free-stream static pressure, pounds per square inch ST

P free-stream dynamic pressure, pounds per square inch

R Reynolds number based on free-stream conditions and cylinder
dismeter
o circumferential engle measured from the upstream atagnation point

1 ratio of the drag coefficient of a circular cylinder of finite
length to that of a cireular cylinder of infinite length

CONFIDENTTAT, - %

£ mITT T—=Es

e Am e



NACA RM A52020 @Eﬁvﬁ‘ 3

APPARATUS AND TESTS ’

The investigation at high subsonic Mach numbers was performed in
the Ames 1- by 3-1/2-foot high-speed wind tunnel, which is a
single-return closed-throat tunnel vented to the atmosphere in the
settling chamber. The two cylinders tested were mounted directly in
the window glass as shown in part (a) of figure 1. Two diametrically
opposed orifices were located in each model at the tunnel center line.
Circumferential pressure distributions for the Mach numbers and
Reynolds numbers shown in figure 2 were then obtained by rotating the
whole window assembly through an angle of g90°.

The experimental data presented for the transonic speed range were
obtained frcm a current investigation performed by the Langley Pilotless
Aircraft Research Division, and the detalls of this investigation are
given in reference 12.

The supersonic tests were condué¢ted in the Ames 1- by 3-foot
supersonic wind tunnels Nos. 1 and 2. The nozzles of these tunnels are
similar and both are equipped with flexible top and bottom plates.
Tunnel No. 1 is a single-return, continuous-operation, variable-pressure
wind tunnel with a maximum Mach number of 2.2. Tunnel No. 2 is an
intermittent-operation, nonreturn, variable-pressure wind tunnel with
a meximum Mach number of 3.8. The model ingtallation shown in
figure 1(b) was used in both tunnels. Circumferential pressure
digtributions were obtained at nine longitudinal stations on the model.

To investigate the end effects on the circular cylinder, tests
were performed with and without the end plste shown in figure 1(b) for
the Mach numbers and Reynolds numbersg given in the following table.
Data were taken at only one Reynolds number for a Mach number of 2.9.

Reynolds number
(millions)

1.k9 . 0.16
.38
.58
1.98 .13

.26

b2

.5k

CTh
1.30
2.9 .72

Mach number
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RESULTS AND DISCUSSION

- _ General Characteristics of Flow
About a Circular Cylinder

=

Subsonic Mach numbers.- Characteristics of the flow sround circular
cylinders at speeds below the criticael Mach number (My < g, h% are well
known and have been discuseed in considersble detail by Goldstein in
reference 11. In general, for Reynolds numbers below the critical
Reynolds number range,l'the flow is characterized by a laminar
boundary layer on the cylinder accompanied by a periodic discharge of
vortices in the wake. As the Reynolds number ig increased through the
criticael range, the boundary-layer flow on the cylinder becomes
turbulent, the separation point moves downstream, and the pressure
recovery in the sepasrated-flow region increases. For thege latter
conditions there is apparently no periodic discharge of vortices from
fhe cylinder although measurements of the wake fluctuations have = _ .
indicated some predominate frequencies. (Page 421 of reference 11.)

At velocities above the critical Mach number compression waves form

on the cylinder. This shock formation, which occurs alternately first

on one side of the cylinder and then on the other, is accompanied by a )
forward movement of the boundary-layer separation point and violent : -
oscillations of the wake. (See fig. 3.) These oscillations may be '
pericdic although this has not been confirmed since no measurements in

the wake at supercritical Mach numbers ere avallable. Schlieren

pictures taken during the present investigation and the data of

reference 13 indicate that for certain test conditions a periodic dis-

charge of vortices occurs. However, even though a number of schlieren
pictures tuken at one tunnel setting (i.e., one Mach number ahd

Reynolds number) in the Ames 1~ by 3-1/2-foot wind tunnel indicated a
periodic flow .in the wake, others for apparently the same test conditions
indicated completely turbulent wake flow. _

In the supercritical Mach number range no effect of Reynolds
number on the flow about the models was found for the limited Reynolds
number range of the present invesgtigation.

Supersgonic Mach numbers.- At supersonic speeds, for the cylinder
tested in the Ames 1- by 3-foot supersonic wind tunnels, no significant
changes in the flow field occurred with increasing Mach number or
Reynolds number. A typical shadowgraph plcture of the supersonic flow

lohe range of Reynolds numbers through which the drag coefficient
decreases from 1.2 to about 0.3 is usually defined as the critical
Reynolds number range. -




NACA RM A52C20 ZoT0N TAL / 5

field sbout the test cylinder is shown in figure 4. The streaks that

appear on the boundary-leyer plate ahead of the bow shock wave are oil .
streaks left by a minute amount of oil on the plate. The detached bow - S
wave shows a double shadow on the boundary-layer plate. It was found

that the second shadow resulted from the intersection of the bow shock

wave with the tunnel-wall boundary laeyer at the window near the free

end of the cylinder. The bow wave curved around the free end of the -
cylinder so thet the intersection with the tunnel-wall boundary layer was
displaced slightly downstresm from the position of the wave shead of the-
cylinder. This picture and those taken for Mach numbers of 1,98 and 2. 9
indicated a small disturbance in the fiow which appears to origlnate

at 6 = 100° to 120°. The origin of this disturbance asppears to coin-

cide with the line of boundary-layer separation. The sharply converging

waeke between the cylinder and the trailing shock wave, shown fqr a Mach

number of 1.49, is typical for all the test Mach numbers. With increas-

ing Mach nunber the width of the minimum section of the wake Jecreased.

-

Pressure Distribution

Subsonic Mach numbers.- Typical pressure distributions for
subsonic Mach numbers are presented in figures 5(a) and 5(b).2 At
Mach numbers less than the critical, the experimental pressure distri-
butions are in fair sgreement with the theory over most of the upstream )
half of the cylinder. Over the remainder of the cylinder there is : —_
considerable divergence between experimental and theoretical pressure o
distributions with the experimental curves showing the typical large T
region of separated flow over the downstream half of the cylinder. :
The effects of Reynolds number are shown by the curves for Reynolds
numbers of 314,000 and L426;000. These curves are typical of the
digtributions of pressure coefficient for Reynolds numbers below and
above the critical range of Reynolds numbers, and indicate the Increase
in pressure recovery in the separated-flow region which occurs as the
critical Reynolds number 1s exceeded.

At subsonic Mach numbers above the eritical Mach number (fig.5(b)),
the effects of compressibility are evidenced in the increase of the
pressure coefficlents on the windward side of the cylinder with
increasing Mach number. The pressures over the downstream surface of
the cylinder are, in general, less than those measured at suberitical
Mach numbers. The adverse pressure gradient, which is usually

2The data of figure 5(a) were obtained from unpublished results of
recent tests made in the Ames T- by 10-foot wind tunnel.
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agsocliated with boundary-layer separation, ig evident in the data for
Mach numbers of 0.3, 0.5, and 0.6. The pressure distribution for a
Mach number of 0.7, which is similar to those obtained in the range of
Mach numbers asbove 0.625, shows little, if any, adverse pressure S
gradient. Since the flow in the wake of the cylinder at subsonic Mach
numbers above the critical was of an oscillatory cheracter (see fig. 3),
it would be expected that the pressures in the region of separation -
and over the aft part of the cylinder would not be steady; hence, the
pressures recorded by the manometer system in this region would be only
the average static pressures.  The effects of Reynolds number on the
pressure distribution were found to be neglibible at Mach numbers above
the critical for the limited Reynolds numbers- of this investigation.

Supersonic Mach numberg.- Typical pressure distributions about a
circular cylinder at supersonic Mach numbers sre shown in figures 5(c)
and 5(d). The distributions for all three supersonic Mach numbers are
somevwhat similar to the pressure distributions at subsonic supercritical
Mach numbers. However, the variation with Mach number ig different in
that there 1s a general increase in pressure coefficient over the entire
body with increasing Mach number (fig. 5(c)). For the supersonic Mach
numbers investigated, the separation point was located in the 100° to 120°
.region and ‘the pressures on the cylinder in the separated-flow reglon
were more uniform than for subsonic flow. Alfhough the shadowgraph of
figure 4 indicated a small disturbance in the externsl flow field near
the position of separation and the flow in this vicinity eppeared to be
steady, detailed pressure distributions failed to reveal the expected
pressure rise {or local adverse pressure gradient) at the position of
the disturbance. As shown in figure 5(c), the pressures in the
separated-flow region approach a vacuum as the Mach number is increased.
The pressure coefficient at the forward stagnation point (6 = 0) was,
for all supersonic Mach numbers, in cloge agreement with the pltot-
pressure coefficient calculated with the aid of Raylelgh's equation.

The pressure distributions of figure 5(d) are typical of the data
for Mach numbers of 1.49 and 1.98. These data show that for the
Reynolds number range of this investigation, which included the critical
Reynolds number range for subsonic flow, there is no effect of Reynolds
number on the pressure distribution at supersonic Mach numbers.

Figure 5(e) shows experimental distributions of pressure
coefficient for various Mach numbers. Included in the figure are the
theoretical’ distributions for the limiting cases of Mach numbers near
zero (incompressible potential theory) and a Mach number of infinity
(Newtonian theory, reference 14). Over most of the cylinder the pres-
gures calculated from the theory for infinite Mach number were higher
than those measured for the highest Mach number of the present investi-
gation. Nevertheless, the experimental distribution of pressure

vn:nmi'.mﬂﬁ""}
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coefficient approached the theoreticel distribution as the Mach number
was increased. The theoretical curve shown does not take into con-
sideration the effects of centrifugal forces which would be expected
to result in a reduction of the local pressure coefficient on the
cylinder at points other than the forwsrd stagnation point. An
spproximate method for the estimation of the centrifugal force effects
has been suggested in reference 1h. However, pressure coefficients
calculated by thls method were much lower than the experimental values
for a Mach number of 2.9 and therefore have not been inecluded in

figure 5(e).
Drag

Reynolds number effects.- The variation of drag coefficient with
increasing Reynolds number is shown in figure 6. One of the most
significaent changes in the drag coefficient occurs at Mach nusibers iess
than 0.4 where the boundary-layer flow on the cylinder changes from
laminar to turbulent (previously discussed) as the Reynolds number is
increased in the critical Reynolds number range. This change in flow
is accompanied by a decrease in drag coefficient from about 1.2 to
about 0.3. The range of Reynolds numbers designated as the critical
range and the value of drag coefficient above this Reynolds number
range have been found to be influenced by such factors as surface
roughness and stream turbulence (reference 5). The limits of the criti-
cal range of Reynolds numbers obtained by a number of investigators
are about 200,000 to about 500,000 (fig. 6). The results of tests at
supersonic Mach numbers of 1.49 and 1.98 indicate that although the
Reynolds number range of these tests included the subsonic critical
Reynolds number range, any effecte of Reynolds number were small.

This result might have been anticipated from a consideration of the
effects of Reynolds number on the pressure distribution and resulting
drag at subsonic speeds. In subsonic flow, in the suberitical Reynolds
number range, the suction pressures acting on the downstream surface

of the cylinder contribute & large part of the total drag. The princi-
pal effect of increasing the Reynolds number through the critical range
is a sizable increase in the pressure recovery on the downstream side
of the cylinder with & resulting large decrease in dreg. (See, for
example, fig. 5(a) and pp. 422 and 424 of reference 11.) 1In supersonic
flow, the percentage of the total drag due to the suction pressures in
the separated-flow region is small and decreases with increasing Mach
number, being only 10 percent at a Mach number of 2.9. (Even if a full .
vacuum were developed over the rear half of the cylinder, the resulting
drag contribution would be only 20 percent of the total.) Hence, if
there were any effects of Reynolds number on the total drag coefficient
at supersonic Mach numbers, the magnitude of the effects would be
expected to be small and to decrease with increasing Mach number.
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Mach number effects.- The data presented in figure T show the
varistion of drag coeftficient with Mach number for the Mach number
range from 0.1 to 2.9. At Mach numbers below 0.4, drag coefficients
for Reynolds numbers above and below the critical Reynolde number are
included to indicate that the Reynolds number effects predominate in
this region. All of the dats available for Mach numbers less than
about 0.6 show the characteristic rise in drag coefficient with
increasing Mach number sbove the critical, and the drag-coefficient
variation is well defined within this range.-

For Mach numbers in the range of sbout 0.6 to 1.0, there are little
available data and the scatter is large. The data from the
1- by 3-1/2-foot wind tunnel show an sbrupt decrease in the rate of
increase of drag coefficient with Mach number at a Mach number of 0.65.
A similar variation is shown by the flight results (reference 12) and
the data of Knowler and Pruden (reference 13). These references show
a8 significant decrease in drag coefficient between Mach numbers of
0.65 and 0.8. Since no other data are available in the Mach number
range of about 0.8 to 1.k, the free-flight results (reference 12) for
a fineness-ratio-60 cylinder are included to indicate trends even
though_ it appears that the magnitudes at Mach numbers less than unity
are not the same as would be obtained for twg-dimensional flow.

The data of figure T indicate that, for the Mach number range
shown, the major effect of Mach number on drag coefficient occurs in
the range of Mach numbers from about 0.4 to 1.k with a maximum drag
coefficlent of sbout 2.1 near sonic velocity. At Mach numbers greater
than 1.4 the drag coefficient decreases slowly with increase in Mach
number. At a Mach number of about 1.5 the drag coefficients obtained
from the present investigation and reference 15 are'in goocd agreement.

The date of the present report indicate that for supersonic Mach
numbers the drag coefficient mey approach a constant value of the order '
of 1.3 at high Mach numbers. Since the experimental pressure distribution
at & Mach number of 2.9 approached that for infinite Mach number
{Newtonian theory), the theoretical drag coefficient was calculated’ _
from Newtonian theory. The resulting drag coefficient of 1.333 agreed
with the experimental drag coefficient gt a Mach number of 2.9. This
agreement may be considered fortuitous since the pressure distribution
predicted by Newtonian theory is not correct at this Mach number.
However, it can be geen.from the trends of the pressure-distribution
. curves (fig. 5(e)) and the drag-coefficient curve (fig. 7) that for
Mach numbers of the order of 3.0 or greater the drag of circuler
cylinders may be predicted within approximately 5 percent by Newtonlan
theory.
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Effects of fineness ratio on drag.- The curve shown in figure 8 for
low subsonic Mach numbers was obtained from data in reference 11 (p. 439)
and shows the variation of 7, the ratio of the drag of a circular
cylinder of finite length {0 the drag of a circular cylinder of infinite
length, as a function of fineness ratio. These data were obtained for
a very low Mach number and only one Reynolds number (88,000). Some
indication of the influence of Mach number and Reynolds number on the .
fineness-ratio effect is shown by the free-flight results presented in
figure 9. From these data it eppears that in the subsonic speed range,
the fineness-reatio effect is dependent on both Mach number and Reynolds
number. Values of 1 based upon the two-dimensional values of the drag
coefficients from the 1- by 3-1/2—foot tunnel data have been calculated
for fineness ratios of 15, 30, and 60 and are presented in figure 8;
however, no consistent trend with Mach number or Reynolds number is evi-
dent from this limited ameunt of data.

In the low supersonic speed range the free-flight data of figure 9
indicate that the fineness-ratio effects are negligible. For supersonic
Mach numbers of 1.49, 1.98, and 2.90, the variation of 1 with fineness
ratio was determined from the pressure-distribution resultis obtained in
the Ames 1- by 3-foot supersonic wind tunnels. for the model shown in
figure 1. Typical longitudinal distributions of drag coefficient are
shown in figure 10 for a Mach number of 1.98 for tests with and without
the end plate. Data for Mach numbers of 1.49 and 2.90 were similar and

are not presented. These data show that the effects of the end plate and

boundary-layer plate were to increase the local drag coefficient above
the two-dimensional value in regions near the ends of the model. The
drag coefficients over the center portion of the model were unaffected
by the removal of the end plate and were therefore considered to be the
values for two-dimensional flow. Values of 1 were calculated from
the distribution. of drag coefficient from the free end of the cylinder
for various length cylinders and are presented in figure 8. It can be
seen from this figure that the end effects for supersonic Mach numbers
are negligible (1 is approximately 1.0) for fineness ratios in excéss
of about 6. '

CONCLUSIONS

Drag coefficients heve been obtained from pressure-distribution
meagurements on circular cylinders at high subsonic speeds in the
Ames 1- by 3-1/2-foot wind tunnel and for supersonic Mach numbers of
1.49, 1,98, end 2.9 in the Ames 1- by 3-foot supersonic wind tunnel.
Data for supersconic Mach numbers were obtained for a range of Reynolds
numbers which included the subsonic eritical Reynolds number range.
The results of these itests lead to the following conclusions:
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1. Effects of Reynolds number on drag_éoefficient and pressure
distribution are negligible at supersonic speeds.

2. The major effects of Mach number on the drag coefficient of
circular cylinders are confined to a range of Mach numbers from O.h
to 1.4. Above 1.4 the drag coefficient decreases slowly with increasing
Mach number and may be approximated by Newtonian theory for Mach numbera
of the order of 3 or greater. -

3. The effects of fineness ratio on thé drag coefficient appear
t0 be negligible for fineness ratios In. excess of approximately 6 a?
supersonic Mach numbers.

Ameg Aeronautical Laboratory
National Advisory Committee for Aeronautics
Moffett Fleld, Calif.
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8 x10°

Test conditions for each
/6 cylinder are denoted by

symbols. /O/H
/d/O 0.5 in.dia. cyl.

9

/-4 4

4
{0 /
A ' o
| A/ | / )/( 0.3 in.dia. cyl.

Reynolds Number, R

& /( =
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T
°4.3 4 ) 6 Ve &

Mach Number, M,

Figure 2.-Variation of Reynolds number with Mach number for the cylinder
drag tesfts in the [-by 354 -foot wind tunnel.
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Figure 3. - Schlieren pictures of the flow about a 1.97-inch
cylinclier in the Ames 1- by 31/2-foot wind tunnel at a Mach
number of 0.51.
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Figure 4. -.Shadowgraph of the flow about a circular cylinder
for a Mach number of 1.49.




3w

NACA RM A52C20

*4TONFI DENTIAL ;-

17

i’ 4
16 N -
Mach Reynolds Cyl.
Symbol No. No. dia.
o} 005 3.u14x10° [2"
¢ 006 y
g al fo 4.26x10° [2" I,’
| G 007 7
i Flagged symbols denofe -8's !
Il
/
\\ ,,
(0]
.§ /—Iyﬂ‘r} of
S ,
& ]
S Y;(\ ot f_;ﬁ_
- X 2 10asC, .
o \W@g@@ #6 ]
S RS ;
< \ T f— 1-4sin®¢
~1.6 - :
'RRP
N
\\ : jgjé /I
-24 \\- ol 2 ,-é II
\\ I/
\\\ //
- il
3.2
o 40 80 120 160

Circumferential angle,&,deg.

(a) Low subsonic Mach numbers.

Figure 5~ Circumferential distributions of pressure coefficient for circular
cylinders at various Reynolds numbers and Mach numbers.
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Mach Reynolds Cyl.
Symbol/  No. No. dia.
0.7 0894x/0° 03"
o7 [57x10° 085"
06 088x/0° 03"
o6 [46x/0° 05"
o5 ormlio® 03"
05 [29x10° 05"
03 osmo° 03"
03 _085x0° 05"

Dopomono

Pressure coefficient,P

0 40 80 120 160

Circumferential angle,é,deg.

(b) High subsonic Mach numbers.

‘Figure 5- Continued.
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Pressure coefficient,P

24 Mach Reynolds Cyi.
Symbol No. No. dia.
o 149  5.8x10° '
| m-29 o /98 55x0° /"
16 gt M=198_| © 290 72x10° /"
I~ =149 Flagged symbols denote -85
\ ——= Pitot-tube pressure coefficient
ﬁ*\\\ —— Pressure coefficient fora vacuum
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S Q, <,
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=8
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-6 I
o 40 &80 20 160

—_——

Circumferential angle,b, deg.

(c) Supersonic Mach numbers

Figure 5-GContinued.
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Pressure coefficient, P
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(d) Effects of Reynolds number at a Mach number of 1.95.

Figure 5-Continued.
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Pressure coefficient, P
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(6) Gomparison between experiment and theory.

Figure 5.~ Concluded.
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